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1DWXUDOGHYHORSPHQWRIZDWHUFRXUVHVDQGWKHGHYHORSPHQWRIFLYLOL]DWLRQDUHLQFRQWUDVWIRUDQDUHDWKDWLVIORRGHG
LQXQGDWLRQDUHDFDQEHUHJDUGHGDVLQDSSURSULDWHIRUKDELWDWLRQRUEXLOGLQJDQ\FRQVWUXFWLRQV+RZHYHUKLVWRULFDO
GHYHORSPHQWRIPDQNLQGKDVEHHQDVVRFLDWHGZLWK WKH ULYHU DQGEXLOGLQJ LQ WKH LQXQGDWLRQDUHDV >@0RVWRI WKH
VHWWOHPHQWVDQGFLWLHVDUHEXLOWQHDUZDWHUFRXUVHVZKDWUHTXLUHVFRVWO\HQJLQHHULQJPHDVXUHVWRSURWHFWWKHPDJDLQVW
IORRGVZKLFKLQ WXUQFDXVHVGHVWDELOL]DWLRQRIULYHUDFWLYLW\>@5LYHUUHJXODWLRQPHDVXUHVRULHQWHG WRZDUGVIORRG





















,Q RXU VWXG\ WZR W\SHV RI WKH IORZ HQYLURQPHQWZHUH FRPSDUHG QDWXUDO VWUHDPV DQG UHJXODWHG UHDFKHV1LQH
VWUHDPV ZHUH VHOHFWHG LQ WKH EDVLQ RI WKH ULYHU 9iK ZKHUH LFKWK\RORJLFDO VXUYH\ WRSRJUDSKLF DQG K\GURPHWULF
PHDVXUHPHQWVZHUHLPSOHPHQWHGIRFXVHGRQWKHSUHIHUHQFHVRILFKWK\RIDXQD6HOHFWLRQRIDVXLWDEOHUHSUHVHQWDWLYH
ILVK VSHFLHVZDV DQ LPSRUWDQW IDFWRU7KHEURZQ WURXW Salmo trutta m. farioZDV VHOHFWHG IRU LW RFFXUUHG LQ DOO

































2.1. Example of the quality assessment of the Myjava River 
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$QRWKHUGDQJHUIURPORZIORZVDUULYHVLQZLQWHUZKHQZDWHULQWKHIODWULYHUEHGIUHH]HV7KLVNLQGRIVWUHDPKDVD
QHJDWLYHLPSDFWRQXUEDQL]HGDUHDVDQGUHTXLUHVDFXWHUHVWRUDWLRQEDVHGRQWKHKDUPRQ\UHODWLRQVKLSVRIWKHQDWXUDO
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